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Easy Swaps

Economical and easy touse product. You 
just put in your PVC foam poster with 0.20” 
to 0.39” thickness and adjust the nut from 
the bottom part of the aluminum box. It can 
be used in all indoor areas such as schools, 
seminars, restaurants, showrooms, exhibition 
areas, malls and everywhere else.

Packed with an easy to understand 
instruction sheet.

To change the poster boards, please loosen 
the nut under the aluminum box.  

Banner

X

3.
94

” /
 1

00
 m

m

7.87” / 200 mm

Silver anodized 
aluminum base

Nut

M&T
Displays

1YEAR
WARRANTY

Adjustable 
thickness

* W:Width    H: Height   D: Depth

MATERIAL : Silver anodized aluminum WEIGHT PACKING SIZE

EXTERNAL (x)

12.20”

24.02”

31.89”

35.83”

39.76”

47.64”

59.45”

POSTER

11.81”

23.62”

31.50”

35.43”

39.37”

47.24”

59.06”

ARTICLE

UMS0100300 

UMS0100600 

UMS0100800 

UMS0100900 

UMS0101000 

UMS0101200

UMS0101500

WITH PACKING

4.409 lbs

6.834 lbs

11.816 lbs

13.293 lbs

14.770 lbs

17.725 lbs

22.156 lbs

*W X H X D

8.66” X 13.39”X 4.61”

8.66” X 25.20” X 4.61”

8.66” X 33.07” X 4.61”

8.66” X 37.01” X 4.61”

8.66” X 40.94” X 4.61”

8.66” X 48.82” X 4.61”

8.66” X 60.63” X 4.61”

See movie at our website www.mtdisplays.com.tr


