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1” / 25 mm Profile / 45° 
• Fire classified for EN13501-1 Class B s1 d0, hardly inflammable
  (B1 rated for German DIN standards)  
• 25mm wide silver anodised profile with mitred corners.
• B1 fire resistant anti-reflex poster protection. 
• Perfect for educational, commercial and public places. 

Fire Resistant Snap Frames supplied 
without screws and wall plugs. 

No assembly required.

UYAA011010
Optional V hanger / 
Aufhänger

* W:Width    H: Height   D: Depth
E (external size)
P (poster size)
C (copy area)
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PACKING SIZEWEIGHTMATERIAL : Silver anodised aluminium  

ARTICLE

UCFR255N81

UCFR255N11

UCFR255N14

UCFR255N12

UCFR255N82

UCFR255N23

UCFR255N24

UCFR255N34

EXTERNAL (x-y)

9.69” X 12.17”
12.17” X 18.19”
12.17” X 15.20”
18.19” X 23.19”
19.21” X 25.50”
21.18” X 31.18”
25.20” X 37.17”
31.18” X 41.18”

POSTER

8.5” X 11”

11” X 17”

11” X 14”

17” X 22”

18” X 24”

20” X 30”

24” X 36”

30” X 40”

COPY

7.80” X 10.28”
10.28” X 16.30”
10.28” X 13.31”
16.30” X 21.30”
17.32” X 23.31”
19.29” X 29.29”
23.31” X 35.28”
29.29” X 39.29”

WITH PACKING

1.455  lbs

2.358 lbs

2.270 lbs

5.070 lbs

5.401 lbs

5.908 lbs

8.289 lbs

14.175 lbs

*W X H X D

10.63” X 12.20” X 0.83”
12.99” X 18.90” X 0.83”
13.39” X 16.54” X 0.83”
18.98” X 24,01” X 0.83”
20.08” X 25.98” X 0.83”
22.05” X 31.89” X 0.91”
25.98” X 38.18” X 0.83”
31.89” X 42.13” X 0.91”
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Fire resistant cover

Poster

Galvanised backing 

1” / 25 mm
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0.47” / 12 mm

Fire Resistant 
Snap Frame 1” / 25 mm

See movie at our website www.mtdisplays.com.tr

classified for
B Class EN13501-1
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